
Withstanding voltage: 500V AC/minute
° °

After environmental testing

RoHS/HF Code: HF-Halogen Free ; Blank- Halogen

°

1.00 mm Crimp Style Connectors
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Withstanding voltage: 500V AC/minute
° °

After environmental testing

RoHS/HF Code: HF-Halogen Free ; Blank- Halogen

°

1.00 mm Crimp Style Connectors
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°

Wire Range Insulation  O.D. Used In GYA  Housing

Phosphor Bronze AWG#28-32 0.80mm(Max) Stamping Before Pating:30u" Ni;Whole Gold :Gold Flash

Stamping Before Pating:30u" Ni;Whole Gold :3u" Min.

V**-All Gold-Plated ;  *01-Gold  Flash

Withstanding voltage: 500V AC/minute
° °

A1003T-XXX

1.00 mm Crimp Style Connectors

2016/08/26LvtianshengYangzhengyi

Dong Guan Guo Ya Connectors co.,ltd.

东莞市国亚电子有限公司GYA
Connectors

Yangzhengguo



° °

°

1.00 mm Crimp Style Connectors

2016/08/26LvtianshengYangzhengyi

Dong Guan Guo Ya Connectors co.,ltd.

东莞市国亚电子有限公司GYA
Connectors

Yangzhengguo


